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System made payable to the Treasurer of the 
United States. 

4. The fees set forth in this appendix con-
tinue in effect until adjusted by the Admin-
istrator of NHTSA. The Administrator re-
views the fees set forth in this appendix and, 
if appropriate, adjusts them by rule at least 
every 2 years.

[43 FR 30549, July 17, 1978]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 575.104, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and on GPO Access.

§ 575.105 Vehicle rollover. 
(a) Purpose and scope. This section re-

quires manufacturers of utility vehi-
cles to alert the drivers of those vehi-
cles that they have a higher possibility 
of rollover than other vehicle types and 
to advise them of steps that can be 
taken to reduce the possibility of roll-
over and/or to reduce the likelihood of 
injury in a rollover. 

(b) Application. This section applies 
to utility vehicles. 

(c) Definitions.
Utility vehicles means multipurpose 

passenger vehicles (other than those 
which are passenger car derivatives) 
which have a wheelbase of 110 inches or 
less and special features for occasional 
off-road operation. 

(d) Required information. (1) Rollover 
Warning Label. (i) Except as provided in 
paragraph (d)(2) of this section, each 
vehicle must have a label permanently 
affixed to either side of the sun visor, 
at the manufacturer’s option, at the 
driver’s seating position. The label 
must conform in content, form and se-
quence to the label shown in Figure 1 
of this section, and must comply with 
the following requirements: 

(A) The heading area must be yellow, 
with the text and the alert symbol in 
black. 

(B) The message area must be white 
with black text. 

(C) The pictograms must be black 
with a white background. 

(D) The label must be appropriately 
sized so that it is legible, visible and 
prominent to the driver. 

(ii) Vehicles manufactured on or after 
September 1, 1999 and before September 1, 
2000. When the rollover warning label 
required by paragraph (d)(1)(i) of this 
section and the air bag warning label 

required by paragraph S4.5.1(b) of 49 
CFR 571.208 are affixed to the same side 
of the driver side sun visor, either: 

(A) The rollover warning label must 
be affixed to the right (as viewed from 
the driver’s seat) of the air bag warn-
ing label and the labels may not be 
contiguous; or 

(B) The pictogram of the air bag 
warning label must be separated from 
the pictograms of the rollover warning 
label by text, and 

(1 ) The labels must be located such 
that the shortest distance from any of 
the lettering or graphics on the roll-
over warning label to any of the let-
tering or graphics on the air bag warn-
ing label is not less than 3 cm, or 

(2 ) If the rollover warning and air 
bag warning labels are each completely 
surrounded by a continuous solid-lined 
border, the shortest distance from the 
border of the rollover warning label to 
the border of the air bag warning label 
is not less than 1 cm. 

(iii) The manufacturer must select 
the option to which a vehicle is cer-
tified by the time the manufacturer 
certifies the vehicle and may not there-
after select a different option for that 
vehicle. If a manufacturer chooses to 
certify compliance with more than one 
compliance option, the vehicle must 
satisfy the requirements applicable to 
each of the options selected. 

(iv) Vehicles manufactured on or after 
September 1, 2000. When the rollover 
warning label required by paragraph 
(d)(1)(i) of this section and the air bag 
warning label required by paragraph 
S4.5.1(b) of 49 CFR 571.208 are affixed to 
the same side of the driver side sun 
visor the pictogram of the air bag 
warning label must be separated from 
the pictograms of the rollover warning 
label by text and: 

(A) The labels must be located such 
that the shortest distance from any of 
the lettering or graphics on the roll-
over warning label to any of the let-
tering or graphics on the air bag warn-
ing label is not less than 3 cm, or 

(B) If the rollover warning and air 
bag warning labels are each completely 
surrounded by a continuous solid-lined 
border, the shortest distance from the 
border of the rollover warning label to 
the border of the air bag warning label 
must be not less than 1 cm. 
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(2) Alternate location for warning label. 
As an alternative to affixing the warn-
ing label required by paragraph (d)(1)(i) 
of this section to the driver’s sun visor, 
a manufacturer may permanently affix 
the label to the lower rear corner of 
the forwardmost driver’s side window. 
The label must be legible, visible and 
prominent to a person next to the exte-
rior of the driver’s door. 

(3) Rollover Alert Label. If the label re-
quired by paragraph (d)(1) of this sec-
tion and affixed to the driver side sun 
visor is not visible when the sun visor 
is in the stowed position, an alert label 
must be permanently affixed to that 
visor so that the label is visible when 
the visor is in that position. The alert 
label must comply with the following 
requirements: 

(i) The label must read: 

ROLLOVER WARNING 

Flip Visor Over 

(ii) The label must be black with yel-
low text. 

(iii) The label must be no less than 20 
square cm. 

(4) Owner’s Manual. The owner’s man-
ual must include the following state-
ments and discussions: 

(i) The statement ‘‘Utility vehicles 
have a significantly higher rollover 
rate than other types of vehicles.’’

(ii) A discussion of the vehicle design 
features which cause this type of vehi-
cles to be more likely to rollover (e.g., 
higher center of gravity); 

(iii) A discussion of the driving prac-
tices that can reduce the risk of a roll-
over (e.g., avoiding sharp turns at ex-
cessive speed); and 

(iv) The statement: ‘‘In a rollover 
crash, an unbelted person is signifi-
cantly more likely to die than a person 
wearing a seat belt.’’

(5) Combined Rollover and Air Bag 
Alert Warning. If the warnings required 
by paragraph (d)(1) of this section and 
paragraph S4.5.1(b) of 49 CFR 571.208 to 
be affixed to the driver side sun visor 
are not visible when the sun visor is in 
the stowed position, a combined roll-
over and air bag alert label may be per-
manently affixed to that visor in lieu 
of the alert labels required by para-
graph (d)(3) of this section and para-
graph S4.5.1(c)(2) of 49 CFR 571.208. The 
combined rollover and air bag alert 
label must be visible when the visor is 
in the stowed position. The combined 
rollover and air bag alert warning must 
conform in content to the label shown 
in Figure 2 of this section, and must 
comply with the following require-
ments: 

(i) The label must read:

AIR BAG AND ROLLOVER WARN-
INGS 

Flip Visor Over

(ii) The message area must be black 
with yellow text. The message area 
must be no less than 20 square cm. 

(iii) The pictogram shall be black 
with a red circle and slash on a white 
background. The pictogram must be 
not less than 20 mm in diameter. 

(6) At the option of the manufac-
turer, the requirements in paragraph 
(d)(1)(i) for labels that are permanently 
affixed to specified parts of the vehicle 
may instead be met by permanent 
marking and molding of the required 
information.
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[64 FR 11733, Mar. 9, 1999, as amended at 64 
FR 47123, Aug. 30, 1999]

PART 576—RECORD RETENTION

Sec.
576.1 Scope. 
576.2 Purpose. 
576.3 Application. 
576.4 Definitions. 
576.5 Basic requirements. 
576.6 Records. 
576.7 Retention. 
576.8 Malfunctions covered.

AUTHORITY: 49 U.S.C. 322(a), 30117, 30120(g), 
30141–30147; delegation of authority at 49 CFR 
1.50.

SOURCE: 39 FR 30045, Aug. 20, 1974, unless 
otherwise noted.

EDITORIAL NOTE: For an interpretation 
document regarding part 576, see 40 FR 3296, 
Jan. 21, 1975.

§ 576.1 Scope. 

This part establishes requirements 
for the retention by manufacturers of 
motor vehicles and of motor vehicle 
equipment, of claims, complaints, re-
ports, and other records concerning al-
leged and proven motor vehicle or 
motor vehicle equipment defects and 
malfunctions that may be related to 
motor vehicle safety. 

[67 FR 45872, July 10, 2002]

§ 576.2 Purpose. 

The purpose of this part is to pre-
serve records that are needed for the 
proper investigation, and adjudication 
or other disposition, of possible defects 
related to motor vehicle safety and in-
stances of nonconformity to the motor 
vehicle safety standards and associated 
regulations.
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